
The smallest turbine on the market with  mechanical speed 
control, ensures that your investment keeps generating and 
wont go bang in the next storm....
Powerful - Aerofoil design minimising noise and 
optimising performance, power is maintained even 
in high wind speeds. 
Protected - includes PowerFurltm mechanical blade 
pitch control technology, allowing safe turbine 

operation in much higher wind speeds than 
turbines with electronic speed control systems.
Robust - Proven heavy duty marine grade design 
incorporating Ampair’s four decades of continued 
innovation.

Power Regulation - A powerful, low-speed alternator 
converts the turbine output to 3 phase AC. This allows 
the use of lighter cables to feed the regulator whilst 
minimising voltage drop and power loss. The VS-50 
charge control regulators used by the Ampair 300  
include a rectifier, onboard ammeter, voltmeter, fuses, 
dumploads and an optional 25A channel for connecting 
solar panels. 

Support - Ampair marine turbines come with a 5 year 
warranty as standard well as AmpairCaretm - your 
access to lifetime worldwide technical support.

Charge controller regulator & warranty
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Nominal power 300 Watts

Rated wind speed for 
nominal power

12.6 m/s (25 knots)

Cut in wind speed 3 metres per second (6 knots)

Rotor diameter 1260mm (49.6”)

Blade material Glass reinforced polypropylene

Rotor speed 500-1400 rpm

Generator type Permanent magnet, three phase 
external rectifier

Voltage options 12 , 24 or 48 volt DC

Speed regulation Blade pitch control above 13m/s

Weight 12 kg

Housing Die cast aluminium

Survival wind speed 
(3-sec gust) 

70 m/s (136 knots)
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Stern Mount - Ampair 300
2.5 meter freestanding pole using 
thicker aluminium  tube with rigid 
stainless steel tube outriggers and 
gimble base.

Custom mounting accessories
DIY 48mm OD aluminium poles 
drilled to suit our turbines.
Pole adapters to convert a variety 
of tube diameters to the required
Ampair 40mm yaw shaft

Gantry Mount
Aluminium pole and base 
mounting flange.

Mizzen Bracket - Ampair 300
Constructed from 100 x 50mm box 
section to withstand the torsional 
loading from any wind direction. 
Can be bolted, riveted tor clamped 
to masts of varying diameter.
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sales@ampair.com                       
www.ampair.com

Mounting options

Electrical installation 
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Additional PV
Additional Turbine

Ampair 300

Ampair 300 regulators
With Voltmeter and Ammeter

Battery

Ampair 300 series regulator options

code Voltage Turbine Input Solar PV Input Output

VS50W 12V, 24V, 48V 300W - single battery bank

VS50Ws-12 12V 300W 300W single battery bank

VS50Ws-24 24V 300W 600W single battery bank

VS50Ws-48 48V 300W 1200W single battery bank
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